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ARDEX ABAFLEX 
QUICK FACTS

•• Now achieves C2 			
	 classification

•• High performance - Use 			
	 in critical applications e.g. 	
	 shopping centres

•• Use over early age 			
	 concrete/screeds and 
	 render

Premium Polymer Modified Flexible Tile 
Adhesive
ARDEX ABAFLEX is a high performance, flexible, polymer modified cement-based 
tile adhesive. Especially suited to high performance situations.

TILE TYPES

•• Porcelain, mosaics, fully vitrified, ceramic tiles, glass and porcelain mosaics, 	
	 natural stone (excluding moisture sensitive)

SUBSTRATES

•• Renders, screeds, concrete�

•• Fibre-cement sheet, plasterboard walls
•• Existing ceramic tiles (where glaze is removed)
•• A�RDEX liquid applied undertile waterproofing membranes
•• CTU (Ceramic Tile Underlay) over timber

LOCATION

•• Internal, External 
	 (Not suitable for swimming pools)

SURFACES

•• Floors, Walls

COLOURS

•• Off White

COVERAGE						   

•• Walls: 7m2 per 20kg
•• Floors: 5m2 per 20kg

PACKAGING						     CODE

•• 20kg						     10030

ARDEX ABAFLEX


