TILING

ARDEX X78

Microtec Flexible Floor Tile Adhesive ARDEX X78

ARDEX X 78 is a high performance, fibre reinforced, polymer modified floor tile
adhesive, formulated with Microtec Technology to give exceptional properties of
adhesion. It has double extended open time and non lipping capabilities, making

it the only choice for heavy, large format floor tiles. ¢
LOW VOCyy  MICROTEC
TECHNOLOGY
TILE TYPES
B e ARDEX X78
» Fully vitrified and ceramic tiles, porcelain, concrete stone tiles e.g. terrazzo, QUICK FACTS

natural stones (excluding moisture sensitive), glass and porcelain mosaics )
» Is ideal for large format

SUBSTRATES tiles, plus a range of tile

» Cement render/screeds, concrete types mdUd-mg fuIIy ﬁxmg
a range of tile types

» Fibre-cement sheet, compressed fibre-cement sheet, plasterboard including fully vitrified,

LOCATION porcelain, natural stone
..................................................... and terrazzo
» Internal, External .
(Suitable for swimming pools and immersion applications) v Water and frost resistant -
ideal for wet areas

SURFACES

» Floors

COLOURS

» Off White

COVERAGE
» Floors: 6.5m? per 20kg

PACKAGING CODE

T o EEECHOOSE

__YOUR

SOLUTION .

CONTACT US

1300 788 780 | www.ardexaustralia.com SYSTEMARDEX
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